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(57) ABSTRACT

A touch sensing device is provided. The touch sensing device
includes a multiplexer and a control unit, and is electrically
connected to a touch panel. The touch panel includes a plu-
rality of first-direction electrodes; a plurality of second-direc-
tion electrodes; and a dielectric layer, for generating at least
one electric field change corresponding to at least one touch
point in response to the at least one touch point. The at least
one electric field change is generated at an overlapping region
of the first-direction and second-direction electrodes. The
multiplexer is electrically connected to the touch panel via the
first-direction and second-direction electrodes, and selec-
tively performs voltage driving or voltage sensing for the
first-direction and second-direction changes a control signal
to be transmitted to the multiplexer and receives a sense signal
from the multiplexer.

12 Claims, 5 Drawing Sheets
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1
TOUCH SENSING DEVICE AND APPARATUS
AND TOUCH SENSING METHOD

This application claims the benefit of Taiwan application
Ser. No. 100144500, filed Dec. 2, 2011, the subject matter of
which is incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates in general to a touch sensing device,
touch sensing apparatus, and a touch sensing method thereof,
and more particularly, to a touch sensing device and touch
sensing apparatus that is able to switch between an idle mode
and an active mode using a touch sensing method thereof.

2. Description of the Related Art

Touch sensing apparatuses are now prevalent in various
applications. Based on known sensing principles, touch sens-
ing apparatus are generally categorized into resistive, capaci-
tive, ultrasonic, and optic (infrared) types. Among the above
types, a capacitive touch panel features relatively high light
transmittance since materials thereof are nearly transparent,
such as glass. Moreover, a transparent conductive film made
of'indium tin oxide (ITO) in a capacitive touch sensing appa-
ratus offers better durability, and therefore the capacitive
touch sensing apparatuses have become widely adopted.

In short, an operating principle of a capacitive touch sens-
ing apparatus is that, a coordinate (position) of a touch point
is detected according to induced current of a capacitance
change caused by distortion of a static electricity field result-
ing from the combination of a transparent electrode and a
human body upon contact. More specifically, when a user
finger touches a surface of a touch sensing device, due to the
conductivity of the human skin, a capacitance change
between transparent electrodes is incurred by a user press.
Such an electric change is transmitted to a touch sensing
device, which accordingly calculates position information of
the touch point.

Based on different types of sensing capacitors, approaches
that a capacitive touch sensing apparatus obtains a touch
position may further be categorized into a self capacitance
calculation approach and a mutual capacitance calculation
approach. A main difference between these two approaches is
that, the self-capacitive detection is based on a capacitance
change generated at all X-direction electrodes or all Y-direc-
tion electrodes, whereas the mutual-capacitive detection is
based on a capacitance change occurring at an electrode over-
lapping region of electrodes.

FIG. 1A shows a schematic diagram of sensing a touch
position through mutual capacitance between electrodes of
different directions by implementing a double-layer touch
sensing apparatus according to the prior art. A first plane and
a second plane of the capacitive touch sensing apparatus
respectively include a plurality of transparent electrodes.
Between the two planes lies a dielectric layer for forming the
mutual capacitance between the electrodes.

Referring to FIG. 1A, the first plane includes twelve par-
allel transparent electrodes X1 to X12 arranged and extended
along the horizontal direction (X direction); the second plane
includes eight parallel transparent electrodes Y1 to Y8
arranged and extended along the vertical direction (Y direc-
tion). The horizontal (X-direction) transparent electrodes are
isolated from the vertical (Y-direction) transparent electrodes
by the dielectric layer.

Between each X-direction transparent electrode and each
Y-direction transparent electrode forms a mutual capacitance
Csignal. Thus, in FIG. 1A, 12*8=96 mutual capacitances are
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formed at overlapping regions of the electrodes for sensing
and positioning a touch. For example, between the transpar-
ent electrode X1 and the transparent electrode Y1 is an elec-
trode overlapping region P11, on which a mutual capacitance
is formed. Similarly, a mutual capacitance on an electrode
overlapping region P22 is formed by the transparent electrode
X2 and the transparent electrode Y2.

FIG. 1B shows waveforms of the horizontal driving elec-
trodes while being sequentially applied a drive voltage in a
conventional mutual-capacitive touch sensing apparatus. For
brevity, assume the X-direction transparent electrodes X1 to
X12 are driving electrodes, being sequentially driven under
the control of the touch sensing device.

Assuming the drive voltage is 3V, a 3V voltage is respec-
tively applied to the transparent electrodes X1, X2, . .., X12
in the X direction. More specifically, when the transparent
electrode X1 is driven by the 3V voltage, the remaining
transparent electrodes in the X direction are not provided with
the drive voltage. Similarly, for the remaining driving elec-
trodes, when one of the X-direction transparent electrodes is
driven, the rest of the transparent electrodes are not driven.

TheY-direction transparent electrodes Y1 to Y8 are sensing
electrodes for sensing mutual capacitance changes. The volt-
age level sensed by the sensing electrodes when the touch
sensing apparatus is not pressed is different from that sensed
by the sensing electrodes when the touch sensing apparatus
receives a press. Relationships of the voltage level sensed by
the sensing electrodes, the touch point and the mutual capaci-
tance shall be described with reference to FIG. 10.

FIG. 10 shows a schematic diagram of voltage driving and
voltage sensing on the mutual capacitance formed at an elec-
trode overlapping region of the transparent electrodes X1 and
Y1 according to the prior art. The Y-direction sensing elec-
trode Y1 and a reference voltage Vref are respectively
coupled to a negative input and a positive input of an ampli-
fier. Between the negative input and the positive input of the
amplifier is a feedback capacitance Cfb with a predetermined
and known capacitance value. Between the X-direction driv-
ing electrode X1 and the Y-direction sensing electrode Y1 is a
mutual capacitance Csignal, whose capacitance value
changes when a touch occurs thereupon. Further, an output
voltage Vout is coupled to an analog-to-digital converter
(ADC) for measuring the voltage.

It can be seen from FIG. 1B that, a 3V voltage is sequen-
tially applied to the X-direction electrodes in a scanning
process. Taking the electrode overlapping region P11 as an
example, when the driving electrode X1 is driven, the voltage
level of the sensing electrode Y1 changes as the value of the
mutual capacitance Csignal decreases when voltage sensing
is performed on the sensing electrode Y1.

Therefore, by measuring the voltage of the Y-direction
sensing electrodes, it may be determined whether a touch
event takes place. When a touch event takes place, a voltage
difference between two ends of the mutual capacitance Csig-
nal changes accordingly. Based on the known capacitance
value of the feedback capacitance Cfb, the capacitance
change of the mutual capacitnace may be obtained through an
equation AVout=—-Vy*(Csignal/Cfb) according to the mea-
sured outputted voltage Vout and the voltage level (3V) of the
sensing electrode Vy1, so as to further provide position infor-
mation of a touch point.

FIG. 2A shows a schematic diagram of a conventional
touch sensing apparatus operating under an active mode for
detecting a mutual capacitance change between electrodes. A
first plane includes a plurality of first-direction electrodes X1
to X12; a second plane includes a plurality of second-direc-
tion electrodes Y1 to Y8.
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A transparent dielectric layer 101 (a dielectric layer) is
disposed between the first plane and the second plane. When
a touch event occurs, corresponding electricity changes are
generated at overlapping regions of the first-direction elec-
trode and the second-direction electrodes in response to the
touch event. That is, the capacitance value of mutual capaci-
tance is changed due to the touch event.

For brevity, the driven transparent electrodes are indicated
as shaded driving electrodes, whereas the transparent elec-
trodes that are not driven are indicated as unshaded driving
electrodes. Similarly, the sensing transparent electrodes are
indicated as shaded sensing electrodes, whereas the transpar-
ent electrodes that are not sensing are indicated as unshaded
sensing electrodes. Further, to distinguish the driving elec-
trodes from the sensing electrodes, the sensing electrodes are
more densely shaded than the driving electrodes.

In the conventional technique, when the touch sensing
apparatus is in an active mode, the first-direction electrodes
(driving electrodes) located on the first plane are sequentially
and cyclically driven. Thus, for the whole touch panel, to
perform a complete scanning process of an image, a drive
voltage is applied sequentially to the driving electrodes X1 to
X12, followed by again scanning toward the driving electrode
X1 after having scanned toward the driving electrode X12.

FIG. 2B shows a schematic diagram of a conventional
touch sensing apparatus operating in a standby (idle) mode
for detecting a mutual capacitance change between elec-
trodes. In the standby (idle) mode, the touch sensing appara-
tus does not sequentially drive all the driving electrodes or
sense all the sensing electrodes. Alternatively, the touch sens-
ing apparatus selectively drives corresponding driving elec-
trodes and senses corresponding electrodes according to posi-
tions of sensing regions 11, 12, 13, and 14.

Assume that the touch sensing apparatus only provides a
user with the four sensing regions 11, 12, 13, and 14 in an idle
mode. The touch sensing apparatus only proceeds with sub-
sequent processes when at least one of the four sensing
regions is touched. That is, only when a touch event is sensed
and confirmed at the sensing regions, the touch sensing appa-
ratus switches the operating mode from the idle mode to the
active mode.

An example is shown in FIG. 2B, the four sensing regions
respectively include overlapping regions formed by the driv-
ing electrodes X2, X5, X8, and X11, and the sensing elec-
trodes Y7 and Y8. While operating in the idled mode, the
touch sensing apparatus only selectively scans the four sens-
ing regions where the driving electrodes X2, X5, X8, and X11
pass through.

It is concluded from the above descriptions that, in the idle
mode, the conventional technique needs to drive a corre-
sponding number of driving electrodes according to the num-
ber oftouch sensing regions. That is, in the idle mode, in order
to determine whether a touch event takes place, the conven-
tional technique needs to apply the drive voltage to the four
transparent electrodes X2, X5, X8, and X11 and respectively
scan the transparent sensing electrode Y7 when the four trans-
parent electrodes X2, X5, X8, and X11 are driven. Yet, such
approach is rather power consuming especially when there is
a large number of sensing regions. Therefore, there is a need
for a solution to the above issues.

SUMMARY OF THE INVENTION

The invention is directed to a touch sensing apparatus
comprising a control unit and a multiplexer for dynamically
adjusting a voltage driving target on a touch panel, so as to
enhance signal quality of the touch sensing apparatus and
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4

reduce power consumption as well as to lower production
cost of the touch sensing apparatus.

According to an aspect of the present invention, a touch
sensing device is provided. The touch sensing device is elec-
trically connected to a touch panel. The touch panel com-
prises a plurality of first-direction electrodes disposed on a
first plane, a plurality of second-direction electrodes disposed
on a second plane, and a dielectric layer disposed between the
first plane and the second plane. The touch sensing device
comprises: a multiplexer, electrically connected to the touch
panel via the plurality of first-direction electrodes and the
plurality of second-direction electrodes, for selectively per-
forming voltage driving and voltage sensing on the plurality
of first-direction electrodes and the plurality of second-direc-
tion electrodes; and a control unit, electrically connected to
the multiplexer, for transmitting a control signal, transmitting
a drive signal to the multiplexer, and receiving a sense signal
from the multiplexer in response to an operating mode.

According to another aspect of the present invention, a
touch sensing apparatus is provided. The touch sensing appa-
ratus comprises a touch panel and a touch sensing device. The
touch panel comprises a plurality of electrode plates. The
touch panel comprises: a multiplexer, electrically connected
to the electrode plates, for voltage driving one of the electrode
plates and voltage sensing electrode plates adjacent to the
driven electrode plate; and a control unit, electrically con-
nected to the multiplexer, for controlling the multiplexer in
response to different time points.

According to yet another aspect of the present invention, a
touch sensing method for a touch panel is provided. The touch
panel comprises a plurality of electrode plates. The method
comprises: voltage driving a first electrode plate selected via
a multiplexer at a first time point, and voltage sensing a
plurality of electrode plates adjacent to the first electrode
plate selected via the multiplexer; and voltage driving a sec-
ond electrode plate selected via the multiplexer at a second
time point, and voltage sensing a plurality of electrode plates
adjacent to the second electrode plate selected via the multi-
plexer. The first electrode plate and the second electrode plate
are arranged in a same direction.

The above and other aspects of the invention will become
better understood with regard to the following detailed
description of the preferred but non-limiting embodiments.
The following description is made with reference to the
accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1A is a schematic diagram of sensing a touch position
through mutual capacitance between electrodes of different
directions by implementing a double-layer touch sensing
apparatus.

FIG. 1B is a waveform of sequentially applying a drive
voltage to horizontal driving electrodes in a conventional
mutual-capacitive touch sensing apparatus.

FIG. 1C is a schematic diagram of voltage driving and
voltage sensing on the mutual capacitance formed at an elec-
trode overlapping region of transparent electrodes X1 and Y1.

FIG. 2A is a schematic diagram of a conventional touch
sensing apparatus operating under an active mode for detect-
ing a mutual capacitance change between electrodes.

FIG. 2B is a schematic diagram of a conventional touch
sensing apparatus operating under an idle mode for detecting
a mutual capacitance change between electrodes.

FIG. 3 is a schematic diagram of an internal structure of a
touch sensing apparatus according to a first preferred embodi-
ment of the present invention.
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FIG. 4 is a schematic diagram of switching driving elec-
trodes and sensing electrodes when a touch sensing apparatus
is under an idle mode according to the first preferred embodi-
ment of the present invention.

FIG. 5A is a schematic diagram of a plurality of electrodes
that are not in contact with one another on a single plane of a
touch panel.

FIG. 5B is a schematic diagram of touch sensing performed
by the electrodes in a matrix arrangement according to the
second preferred embodiment of the present invention.

FIG. 6A is a schematic diagram of selecting electrode
plates of atouch panel as a 3x3 matrix according to the second
preferred embodiment of the present invention.

FIGS. 6B to 6D are schematic diagrams of sequentially
selecting electrodes as a 3x3 matrix at first, second, and third
time points from left to right according to the approach in
FIG. 6A, respectively.

DETAILED DESCRIPTION OF THE INVENTION

FIG. 3 shows a schematic diagram of an internal structure
of a touch sensing apparatus according to a first preferred
embodiment of the present invention. A touch sensing appa-
ratus 23 includes a touch sensing device 20 and a touch panel
21. The touch panel 21 includes a plurality of first-direction
electrodes disposed on a first plane, and a plurality of second-
direction electrodes disposed on a second plane.

The touch sensing device 20 includes a control unit 201 and
a multiplexer 202. The multiplexer 202 is electrically con-
nected to the touch panel 21 via the first-direction electrodes
X1, X2, ..., Xm and the second-direction electrodes Y1,
Y2,...,Yn. Inresponse to the control of the control unit 201,
the multiplexer 202 selectively performs voltage driving or
voltage sensing on the first-direction electrodes X1, X2, . . .,
Xm and the second-direction electrodes Y1,Y2,...,Yn.

According to the present invention, in response to require-
ments of a touch control process, the control unit 201 trans-
mits a corresponding control signal to the multiplexer 202. In
one embodiment, the control unit 201 changes the control
signal in response to switching of an operating mode of the
touch sensing apparatus, so as to further change a target
electrode to which a drive signal is transmitted and whose
sense signal is transmitted to the control unit 201. That is to
say, after receiving the signals, the multiplexer 202 corre-
spondingly switches the operating mode of'the first-direction
electrodes X1, X2, .. ., Xm and the second-direction elec-
trodesY1,Y2,...,Yn

According to the present invention, functions of the first-
direction electrodes X1, X2, . . ., Xm and the second-direc-
tion electrodes Y1,Y2, . .., Yn are not predefined and limited
as functions of electrodes described in the prior art. That is, in
the present invention, the first-direction electrodes X1,
X2,...,Xmarenot limited to beutilized as driving electrodes
and the second-direction electrodes Y1, Y2, . . ., Yn are not
limited to be utilized as sensing electrodes, and vice versa.

In principle, the concept of the present invention is con-
cluded as, through the control unit 201 and the multiplexer
202, the arrangement of driving electrodes and sensing elec-
trodes may be switchable; functions of the electrodes may be
changed in response to an operating mode, thereby reducing
power consumption and cost of the touch sensing apparatus
23.

According to the first preferred embodiment of the present
invention, under an active mode, the multiplexer 202 selects
the first-direction electrodes for voltage driving and selects
the second-direction electrodes for voltage sensing. That is,
the first-direction electrodes X1, X2, . . . , and Xm along the
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6
X direction serve as driving electrodes, and the second-direc-
tion electrodes Y1,Y2, ..., Yn along the Y direction serve as

sensing electrodes. On the other hand, when the touch sensing
apparatus 23 is in an idle mode, the multiplexer 202 selects at
least one of the first-direction electrodes for voltage sensing,
and selects at least one of the second-direction electrodes for
voltage driving.

FIG. 4 shows a schematic diagram of switching the driving
electrodes and sensing electrodes when the touch sensing
apparatus is in the idle mode according to the first preferred
embodiment of the present invention. For comparison pur-
poses, F1G. 4 is depicted in continuation to the prior art shown
in FIG. 2B, i.e., four sensing regions 21a, 215, 21¢, and 214
are provided in the idle mode. Only when at least one of the
sensing regions is touched, the touch sensing apparatus 23
proceeds to subsequent processes and switches to the active
mode. The structure in FIG. 4 shall be described with refer-
ence to FIG. 3 to get a better understanding of advantages
offered by this embodiment of the present invention.

When the touch sensing apparatus 23 is in the active mode,
the control unit 201 controls the multiplexer 202 to switch the
first-direction electrodes X1, X2, . . ., and X12 to driving
electrodes and the second-direction electrodes Y1,Y2, . . .,
and Y8 to sensing electrodes. On the other hand, when the
touch sensing apparatus 23 is in the idle mode, the control unit
201 controls the multiplexer 202 via a control signal to switch
the first-direction electrodes X1, X2, . . ., and X12 to sensing
electrodes and the second-direction electrodes Y1,Y2, . . .,
and Y8 to driving electrodes.

Therefore, for the four sensing regions 21a, 215, 21¢, and
21d under the idle mode according to the first preferred
embodiment of the present invention, only the second-direc-
tion electrode Y7 needs to be driven and the voltage changes
of the first-direction electrodes X2, X5, X8 and X11 need to
be sensed. That is, through the approach of flexibly adjusting
the functions of the electrodes, the touch sensing apparatus 23
is allowed to scan with a smaller number of electrodes in the
idle mode, meaning that the number of driving electrode
provided with the drive voltage is also reduced.

Thus, it is easily appreciated that, the touch sensing in the
active mode remains the same; in the idle mode, since the
drive voltage is only required for one of the second-direction
electrodes, the present invention is capable of reducing the
number of electrodes to be driven and the number of scan-
ning. As a result, the above approach according to the present
invention increases a scanning speed of the touch sensing
apparatus to increase a signal-to-noise ratio (SNR). Alterna-
tively, for a touch sensing apparatus with a same SNR, the
touch sensing apparatus of the present invention achieves
lower power consumption.

More specifically, the above approach allows the elec-
trodes with the dynamically adjustable arrangement to adapt
to system requirements, so that response time and signal
quality as well as power consumption are optimized to
enhance the overall performance of touch sensing. Therefore,
the above approach can be applied to various types of trans-
parent conductive films or touch sensing apparatuses of dif-
ferent techniques.

According to the first preferred embodiment of the present
invention, when the touch sensing apparatus 23 is in the idle
mode, it determines whether a user wishes to initiate touch
sensing operations through merely applying the drive voltage
to one electrode Y7 and performing scanning for one time. In
contrast, in order to determine whether a touch event occurs,
the conventional technique needs to provide the drive voltage
to four electrodes X2, X5, X8, and X11 and to respectively
scan the electrode Y7 when the electrodes X2, X5, X8, and
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X11 are driven. That is to say, within a same period of time,
the touch sensing apparatus 23 realized by the present inven-
tion is capable of obtaining four times of information of that
obtained by the conventional technique while also increasing
the scanning speed.

Thus, the noise sensing capability of the touch sensing
device 20 is also increased. In the subsequent noise process-
ing, the touch sensing device 20 is then able to reduce noise
effects on the signal, such that distortion is lowered when
restoring the control signal.

Assuming that a same scan rate as the conventional tech-
nique is adopted, i.e., under the premise that a same SRN is
maintained, in the touch sensing apparatus 23 of the present
invention, the touch sensing device 20 drives the touch panel
21 with less power due to the smaller number of electrodes to
be driven, thereby offering the touch sensing apparatus 23
with a longer standby duration under the idle mode.

Therefore, according to the first preferred embodiment of
the present invention, increased SNR or reduced power con-
sumption can be achieved. In this embodiment, an approach
for dynamically adjusting functions and an arrangement of
the electrodes on the touch panel 21 is provided, so that the
touch sensing apparatus 20 may flexibly change the functions
of' the electrodes in response to different operating modes of
the touch sensing apparatus 23. That is, in the active mode, the
first-direction electrodes X1, X2, . . ., and Xm serve as driving
electrodes whereas the second-direction electrodes Y1,
Y2,...,and Yn serve as sensing electrodes; in the idle mode,
the first electrodes X1, X2, . . ., and Xm serve as sensing
electrodes whereas the second-direction electrodes Y1,
Y2, ..., and Yn serve as driving electrodes.

According to a second preferred embodiment of the
present invention set forth in FIG. 5A, a touch sensing appa-
ratus 33 includes a touch sensing device 30 and a touch panel
31 comprising a plurality of electrode plates. The electrode
plates are located on a same plane, and functions of the
electrode plates are selectively controlled via a control unit
301 and a multiplexer 302. In other words, the electrode
plates may serve as driving electrodes or sensing electrodes in
response to a selection made by the multiplexer 302.

Referring to FIG. 5A, a single plane of the touch panel 31
includes a plurality of electrode plates that are isolated to one
another. Taking 35 electrode plates (P11 to P75) in a 5x7
matrix arrangement as an example, each of the electrode
plates has a signal wire connected to the multiplexer 302. For
illustrative purposes, the electrode plates are numbered
according to a row number and a column number. For
example, a first-row and first-column electrode plate is num-
bered as P11, and so forth. According to the second preferred
embodiment of the present invention, the control unit 301
controls functions of the electrode plates P11 to P75 via
control signals.

It should be noted that, in the second preferred embodi-
ment, the electrodes in a matrix arrangement may be disposed
on a single plane of the touch panel 31. Accordingly, the cost
for the transparent conductive film may be eliminated in the
manufacturing process of the touch sensing apparatus. Fur-
ther, the transparency of the touch panel 31 of the touch
sensing apparatus 30 is also increased in the absence of the
transparent conductive film.

FIG. 5B shows a schematic diagram of touch sensing per-
formed by the electrodes in a matrix arrangement according
to the second preferred embodiment of the present invention.
Nine upper electrode plates of the touch panel 31 are taken as
an example. That is, a 3x3 matrix formed by the first-row
electrode plates P11, P12, and P13, the second-row electrode
plates P21, P22, and P23, and the third-row electrode plates

10

20

25

30

40

45

60

8

P31, P32, and P33 is taken as an example. In the 3x3 matrix,
the electrode plate P22 for voltage driving is represented by a
quadrilateral, and the remaining electrode plates P11, P12,
P13, P21, P23, P31, P32, and P33 for voltage sensing are
respectively represented by a dot.

Referring to FIG. 5B, when the control unit 301 transmits
a control signal to the multiplexer 302, the electrode plate P22
is selected for voltage driving, and the electrode plates P11,
P12, P13, P21, P23, P31, P32, and P33 are selected for volt-
age sensing. Since a mutual capacitance Csignal is respec-
tively formed between the electrode plate P22 and the elec-
trode plates P11, P12, P13, P21, P23, P31, P32, and P33, the
mutual capacitance Csignal may be utilized as basis for deter-
mining whether a touch event takes place at the position of the
electrode plate P22.

Among the electrode plates forming the 3x3 matrix in this
embodiment, the drive voltage is provided by the electrode
plate located at the center, and the sense voltage of the remain-
ing eight electrode plates neighboring the driving electrode is
measured. Thus, according the change in the measured sense
voltage, it is determined whether the mutual capacitance
Csignal between every two electrode plates is changed to
further determine whether a touch event takes place at the
electrode plate located at the center of the 3x3 matrix.

Accordingly, the electrode plates of the touch panel may be
individually selected as the center of a 3x3 matrix as in the
above description, and the electrode plates forming the 3x3
matrix are scanned to similarly determine whether a touch
event occurs.

FIG. 6 A shows a schematic diagram of selecting the elec-
trode plates of the touch panel as a 3x3 matrix according to
the second preferred embodiment of the present invention. In
accordance with the denotations in FIG. 5A, the touch panel
31 comprising 8x12 electrode plates is taken as an example.

Assuming that nine electrode plates at the upper left corner
are first selected, and illustrations for sequentially changing
the selection of the 3x3 matrix shall be given with reference to
FIGS. 6B to 6D below. In the descriptions below, assuming
that the control unit sequentially selects the electrodes from
left to right and from top to bottom. At different time points,
a drive voltage is first applied from left to right to the second-
row electrode plates, and the voltages of the electrode plates
around the driven electrode plates are sensed, respectively; a
drive voltage is then applied from left to right to the third-row
electrodes, and the voltage of the electrode plates around the
driven electrode plates is sensed, respectively; and so forth.

FIGS. 6B to 6D show schematic diagrams of sequentially
selecting nine electrode plates forming a 3x3 matrix at first,
second and third time points from left to right according to the
approach in FIG. 6A, respectively. Assuming that the first
time point is earlier than the second time point, and the second
time point is earlier than the third time point. It should be
noted that, in the diagrams, the electrode plates are depicted
as joining one another for illustrative purposes. However, the
electrode plates are physically arranged without contacting
one another as shown in FIG. 6A.

Further, also for illustrations, FIGS. 6B to 6D only depict
first-row to third-row electrode plates in FIG. 6A, with elec-
trodes for determining a touch event being indicated by a
thicker frame line. Among the nine electrode plates indicated
by the thicker frame line, the electrode plate receiving the
applied voltage is shaded, and the remaining eight electrode
plates around the shaded electrode plate is utilized for voltage
sensing.

With reference to FIGS. 6B to 6D, how a 3x3 matrix is
selected as a range for sequentially scanning the electrodes of
the touch panel shall be described below. The description
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focuses on the scanning process; details of sensing and deter-
mining a touch point are as described with reference to FIG.
5A and FIG. 5B, and shall be omitted for brevity.

At the first time point represented by FIG. 6B, a drive
voltage is applied to the electrode plate P22, and a sense
voltage represented by the electrode plates P11, P12, P13,
P21, P23, P31, P32, and P33 are measured to determine
whether a touch event occurs at the electrode plate P22. At the
second time point represented by FIG. 6C, the 3x3 matrix

selected includes the electrodes P13, P14, P15, P23, P24, 10

P25, P33, P34, and P35. Among the selected nine electrode
plates, a drive voltage is applied to the electrode plate P24,
and a voltage sensed for the remaining eight electrode plates.
Similarly, at the third time point represented by FIG. 6D, the
electrode P26 serves as the drive electrode, and operation
details are as in the above two examples in FIG. 6C and 6D.

As shown in FIGS. 6B and 6C, in the touch sensing method
of the present invention, at the first time point (FIG. 6B), the
first electrode plate P22 is selected for voltage driving via the
multiplexer 302, and a plurality of electrode plates neighbor-
ing the first electrode plates are selected for voltage sensing
via the multiplexer 302. At the second time point (FIG. 6C),
the second electrode plate P24 is selected for voltage driving
via the multiplexer 302, and a plurality of electrode plates
neighboring the second electrode plates are selected for volt-
age sensing via the multiplexer 302.

In the touch sensing method, the first electrode plate and
the second electrode plate are located in a same direction. For
example, the first electrode plate and the second electrode
plate are spaced by one electrode plate as shown in the above
embodiment, or are adjacent to each other.

An order for scanning the electrode plates in the 3x3 matrix
at different time points is not limited. For example, apart from
scanning from left to right, the scanning process may also be
performed in a zigzag, from top to bottom, or other manners
based on application requirements.

It is seen from the two preferred embodiments of the
present invention that, function of the electrodes may be
flexibly selected in response to the selection of the multi-
plexer 202 under the control of the control unit 201. In the two
preferred embodiments, the functions of the electrodes are
switched in a grouped approach in the first preferred embodi-
ment, and a drive voltage or a sense voltage is dynamically
provided to an electrode overlapping region in the second
preferred embodiment.

In the first preferred embodiment, it is illustrated that SNR
is increased or power consumption is reduced. In the second
preferred embodiment, it is further illustrated that the trans-
parent conductive film is eliminated when applying the
present invention to a single plane touch panel to reduce the
cost of the touch sensing apparatus. That is to say, the touch
sensing apparatus of the present invention improves not only
touch control quality and power consumption but also cost.

While the invention has been described by way of example
and in terms of the preferred embodiments, it is to be under-
stood that the invention is not limited thereto. On the contrary,
it is intended to cover various modifications and similar
arrangements and procedures, and the scope of the appended
claims therefore should be accorded the broadest interpreta-
tion so as to encompass all such modifications and similar
arrangements and procedures.

What is claimed is:

1. A touch sensing device, electrically connected to a touch
panel, the touch panel comprising a plurality of first-direction
electrodes disposed on a first plane and a plurality of second-
direction electrodes disposed on a second plane, and a dielec-
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tric layer disposed between the first plane and the second
plane, the touch sensing device comprising:

a multiplexer, electrically connected to the touch panel via
the plurality of first-direction electrodes and the plural-
ity of second-direction electrodes, for selective voltage
driving or voltage sensing the plurality of first-direction
electrodes and the plurality of second-direction elec-
trodes according to an operating mode; and

a control unit, electrically connected to the multiplexer, for
transmitting a control signal, transmitting a drive signal
to the multiplexer, and receiving a sense signal from the
multiplexer in response to the operating mode;

wherein when the operating mode is an active mode, the
multiplexer selects and voltage drives the plurality of
first-direction electrodes according to the control signal,
and selects and voltage senses the plurality of second-
direction electrodes; and when the operating mode is an
idle mode, the multiplexer selects and voltage senses at
least one of the first-direction electrodes according to the
control signal, and selects and drives at least one of the
second-direction electrodes.

2. The device according to claim 1, wherein the drive signal
is for driving the electrode selected via the multiplexer for
voltage driving, and the sense signal is for sensing the elec-
trode selected via the multiplexer for voltage sensing.

3. The device according to claim 1, wherein the plurality of
first-direction electrodes are parallel to each other, the plural-
ity of second-direction electrodes are parallel to each other,
and the plurality of second-direction electrodes are perpen-
dicular to the plurality of first-direction electrodes.

4. A touch sensing apparatus, comprising:

a touch panel, comprising a first electrode plate and a
plurality of second electrode plates, wherein said first
electrode plate and said second electrode plate are adja-
cent to each other in a single layer; and

a touch sensing device, comprising:

a multiplexer, electrically connected to said first elec-
trode plate and said second electrode plate, for voltage
driving said first electrode plate and voltage sensing
said second electrode plates; and

a control unit, electrically connected to the multiplexer,
for controlling the multiplexer in response to different
time points.

5. The apparatus according to claim 4, wherein when a
touch point is located on said first electrode plate, a voltage
change occurs between the first electrode plate and said sec-
ond electrode plates.

6. The apparatus according to claim 4, wherein the first
electrode plate and second electrode plate are in a plurality of
electrode plates and are arranged in a matrix on a same plane
in a non-connecting manner.

7. The apparatus according to claim 4, wherein the control
unit selects a first electrode plate for voltage driving at a first
time point via the multiplexer, and selects a second electrode
plate for voltage driving at a second time point via the mul-
tiplexer, where the first and second electrode plates are adja-
cent to each other.

8. The apparatus according to claim 4, wherein the first
electrode plate and the second voltage sensed electrode plates
are arranged in a matrix, and the second electrode plates are
adjacent to the first electrode plate and are respectively
located at upper left, upper, upper right, left, right, lower left,
lower, and lower right sides of the first electrode.

9. A touch sensing method, for a touch panel comprising a
plurality of electrode plates in a single layer, the method
comprising:
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voltage driving a first electrode plate selected via a multi-
plexer ata first time point, and voltage sensing a plurality
of second electrode plates adjacent to the first electrode
plate selected via the multiplexer; and

voltage driving a third electrode plate selected via the mul-

tiplexer at a second time point, and voltage sensing a
plurality of fourth electrode plates adjacent to the third
electrode plate selected via the multiplexer;

wherein, the first electrode plate and the third electrode

plate are arranged in a same direction.

10. The method according to claim 9, wherein when a
touch point is located at a position of the first electrode plate,
a voltage change occurs between the first electrode plate and
the second electrode plates.

11. The method according to claim 9, wherein the electrode
plates are arranged in a matrix on a same plane in a non-
connecting manner.

12. The method according to claim 9, wherein the first
electrode plate and the second electrode plates are arranged in
a matrix, and the second electrode plates are adjacent to the
first electrode plate and are respectively located at upper left,
upper, upper right, left, right, lower left, lower and lower right
sides of the first electrode plate.
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